Although the centre of the slide is taken as the most convenient point for adjusting the index, it is best to consider the lower horizontal line on the index-plate as the equator, and the left-hand perpendicular one as the first meridian; by which means all the latitudes will be north, and the longitudes east; and, if the first figure be invariably appropriated to the latitude, the registration will be very simple. Shoruld it be necessary to register smaller quantities than the fiftieth of an inch, the amount may be estimated with sufficient accuracy, and added as a decimal figure ; and this will be found much easier in practice than the reading of very fine divisions.
In registering a large cabinet of Diatomacece, Desmidiece, &c., it will only be necessary to number the slides, and to enter on a printed list of these objects, the number, latitude, and longitude where they may be found. By these means any specimen may be placed under the misroscope in less than a minute.
The finder may be applied to microscopes having stage-movements by merely laying the carrier against the horizontal straight edge on the top plate; and, after fixing the rotary plate (if there be one) by a pin passed into a hole drilled through this plate and the next, the adjustments already described may be made, using the milled heads for the purpose. In those microscopes which have the longitudinal and perpendicular sliding plates divided into fiftieths of an inch, the principle of a universal finder may be applied in a very simple manner. The rotary movement being fixed in the above mode, there must be a stop, consisting of a strip of plate brass, with one end turned up, to form an abutment, and the other slotted and passing under the head of a screw in the top plate, so as to move with sufficient friction to retain its position. 
